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TECHNICAL CHARACTERISTICS

> Seat height: 450 mm 
> Seat depth: 393 mm 
> 30 x 50 mm steel tube frame, thickness: 2 mm 
> Base plates: 100 x 40 mm, thickness: 5 mm 
Steel and wood version:  
     - Two lengths: 1200 or 1800 mm 
     -  Seat in PEFC certified oak, thickness: 36 mm, width: 

115 mm, density: 700 kg/m3
All-steel version:  
     - Length: 1800 mm 
     - Seat in folded galvanised steel sheet, thickness: 2 mm

INSTALLATION

> On base plates 
>  Flat packed for self assembly (all wooden  

slats are pre-drilled for easy assembly)

PRODUCT CODES

Steel and wood 
version

All steel  
version

Length 1200 mm 209631 -

Length 1800 mm 209632 209636
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> Steel and wood version > All steel version

FINISH PAINTED

> Frame: steel, zinc primed & painted in our colours 
>  Steel and wood version: stained wood seat  

(water-based formulas): mahogany or light oak
> All-steel version: seat galvanised steel painted in our colours

RAL 8017 Light oak stainRAL 6005RAL 5010 RAL 3004RAL 3020

Corten effect Mahogany stainPROCITY® GreyRAL 9005RAL 9010RAL 7044

Code 209632

Code 209631

Code 209636
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