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This document is issued by the Company under its General Conditions 
of Service accessible at http://www.sgs.com/terms_and_conditions.htm.
Attention is drawn to the limitation of liability, indemnification and 
jurisdiction issues defined therein. 
 
Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention 
only and within the limits of Client’s instructions, if any.  The Company’s 
sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations 
under the transaction documents. Any unauthorized alteration, forgery or 
falsification of the content or appearance of this document is unlawful 
and offenders may be prosecuted to the fullest extent of the law. 

SGS United Kingdom Limited. Reg Office: Rossmore Business Park, Ellesmere Port, Cheshire CH65 
3EN. Registered in England No: 1193985
Tel : 01934 522 917       email ; sgsprodcert@sgs.com

UKCA TYPE-EXAMINATION CERTIFICATE
Regulation 2016/425, MODULE B
0120/PPE/220724 Issue 1
Product Personal eye-protection

Model Safety Glasses: STEALTH™ 9000

Trademark JSP

Certificate Holder / 
Manufacturer

JSP Limited
Worsham Mill, Minster Lovel, Witney, Oxford, Oxfordshire, OX29 0TA, United Kingdom

Product complies with the applicable essential health and safety requirements of 
Personal Protective Equipment 

Regulation 2016/425 as brought into UK law and amended. 

Standard(s)
Other Information

EN 166:2001 (Personal eye-protection) for optical class 1 with mechanical strength 
requirements: Protection against high speed particles at extremes of temperature (Low 
energy impact - FT) and/or Protection against high speed particles (Low energy impact 
- F). Resistance to surface damage by fine particles (K) and Resistance to fogging of 
oculars (N) options also available;
EN 169:2002 (Personal eye-protection - Filters for welding and related techniques);
EN 170:2002 (Personal eye-protection - Ultraviolet filters);
EN 172:1994 + A2:2001 (Personal eye protection - Sunglare filters for industrial use).

Validity This certificate is valid until 2027-07-11.

Date of  issue 2022-07-11

SGS United Kingdom Limited
Signature

Kelvin Shepherd
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Additional information JSP (logo) STEALTH™ 9000 Safety Glasses, polycarbonate lens, polycarbonate frame 
and temple, thermo-plastic rubber temple tip, PVC nose pad.    

Available with the lens types/performance described in Annex A.

Contract No: THL-CERT220500070-04 / GB-202205001800. 

Technical File: 22YA40101, dated: 2022-04-29, with OBM supplement.

Annex A:
No. Lens code, Lens type (filter scale No.), Performance

1. 5T-1 Clear (2C-1.2), 1 FT N or 1 FT K or 1 FT KN

2. 5T-1-2.1.2, Clear (2-1.2), 1 FT N or 1 FT K or 1 FT KN

3. 5T-5, Amber (2-1.2), 1 FT N or 1 FT K or 1 FT KN

4. 5S-7, Smoke (5-2.5), 1 FT N or 1 FT K or 1 FT KN

5. IR5-OBM, Welding 5, 1 F N or 1 F K or 1 F KN

6. 5P-6-1-SP, Smoke Polarised (5-3.1), 1 FT K

7. 5M-S21-BL, Blue Mirror (5-2.5), 1 FT

8. O33-LG-L1.7, Light Gold Mirror (5-1.7), 1 FT
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